- SIGNALS >1ONS 5 GENERAL NOTES
\Q. . . .
R NOTE! 125678 34 9 10 1 12 — oaxpar 1. CONTRACTOR MUST VERIFY LOCATION OF ALL PROPOSED
~ AR 2 A 4 ] . -
. SICN PANEL"  GEOMETRICS PRIOR TO INSTALLING SIGNAL EQUIPMENT.
S MD 197 IS ’\SSUMEDRTQTIRUN M3°3 . G5O ) M3-1 NEW 2. WHEN INSTALLING SIGNAL HEADS, THE CONTRACTOR SHALL
A N NORTH-SOUTH DIRECTION (®) 24"x12" GOl HORIH 247X12 LEAVE ENOUGH CABLE TO RELOCATE THEM FOR MAINTENANCE
T * MI-5  EERen RRED M5 OF TRAFFIC PLACEMENT.
S TN 30 X24 197] [197]30"x24 3. THE LOOP DETECTORS AND CONDUITS MUST BE INSTALLED
"~ X6 R3 2 RS 1 ML =] LMoL, PRIOR TO THE INSTALLATION OF THE PAVEMENT MARKINGS.
S 1o 1o 36"X36"  36"X36" | 187X 48" 4. ALL SIGNS SHALL BE INSTALLED AS PER SIGNAL PLAN
s\. 2. o~
I~ S NOTE: ARROW INDICATIONS ON SIGNAL ASSOCIATED W3-3 NEW OR AS DIRECTED BY THE ENGINEER.
\S RN HEADS NO. 3 AND 4 SHALL BE SHIELD 5. CONTRACTOR 1S RESPONSIBLE FOR COORDINATING TRAFFIC
| COVERED UNTIL SIGNAL POWER FEED WITH BG&E.

. Ay
——— iy
" ——
A— ——
R T,
—— ey
— i,
e Sy
— s,
. annny
]

S r———
. e .- g - e

—
“““““ — ACE 17
hhhhhhhhhhhhhhhh o _____..u——--"/// - S T AG -— I I
oV LIRS APPROVALS' MDOT - STATE HIGHWAY ADMINISTRATION
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b STORM DRAIN PROPOSED N -TEL. o 728“2900 | | il | | DIRECTOR. OFFICE OF TRAFFIC & SAFETY SCALE: 1°-20' S.H.A. NO. P- 1S- A1 —_ O —

STAGE I11. ASSEMBLY

— TEMPORARY BG&E POLE
FOR OVERHEAD TRAFFIC
SIGNAL POWER FEED

6. "D.0." INDICATES DELAY OQUTPUT LOOP DETECTOR.

7. PAVEMENT MARKINGS DETAILED ARE TO BE INSTALLED BY THE
CONTRACTOR AS PER MARYLAND STATE HIGHWAY ADMINISTRA-
TION STANDARDS.
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PHASING NOTES:

1. Phases associdted by a solid line willnot operate
concurrently.

2. Phases associated by o dashed line willoperate
concurrently.
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